
 
 

1 -Computer  equ ipments  

DESIGNATION DATA SHEET 
UNITS 

NUMBER 

SERVER 

CPU : INTEL Xeon E5-4600 V4 
RAM: DIMM DDR4 20 Gb 

HDD : 4 x 4 Tb 
Network : 2 x GigaEthernet 

Rack 19’’ 

04 

USER INTERFACE 
Screen 17’’ et keybord (AZERTY) 

Kit for rack 19’’ 
02 

USER INTERFACE 
HUB 

KMV 8 ports 
VGA-HDMI-USB 

Rack 19’’ 
02 

SWICTH CISCO ASA 5525-X 15 

ROUTER 
CISCO 2921certified 

04 EHWIC GIGAETHERNET 
15 

RACK 
19’’ 

width: 1000mm 
For 20 devices 

02 

KIT FOR RACK 19’’ 

RJ45 
24 ports 

rack 
04 

DC 100V-250V 04 

IP PHONE 
CISCO IP PHONE 8845 25 

Cisco Unified SIP Phone 3911 100 

 

2 -  Te le c ommunic a t ions  e qu ipme nt  

TYPE UTILIZATION MODE DATA SHEET UNITS NUMBER 

HF RADIO 
(1,6 à 30 Mhz) 

FIXE DC 220V RADIO HF BLU  
-300 Channel 
- USB-LSB-AM-CW 
-PowerBand: 100 Watt 
-Antenna band/ 2 à 30Mhz-200W 
 

50 

FIXE SOLAR 
POWER 12V 

50 

PORTABLE 
(MAN BACK) 

RADIO HF BLU  
-USB-LSB-AM-CW 
-PowerBand: 50 Watt 
- 12 V  
-Capacity 07 A/h 
-Wiredanntenna HF dipolar 02 à 30 Mhz 
-Coaxial wired 
-Solarpannel 60W 

150 



EMBEDED 

RADIO HF BLU  
- USB-LSB-AM-CW 
-PowerBand: 50 Watt 
- 12 V  
-Capacity 07 A/h 
-Wiredanntenna HF dipolar 02 à 30 Mhz 
-Coaxial wired 
-Solarpannel 60 

70 

VHF RADIO 
(146 à 174 Mhz) 

FIXED 

RADIO VHF  
-08 channels 
-PowerBand: 25 Watt 
-Speaker and micro 
- AC 220V/DC 12V- 20A 
-Dipolaranntenna 0dB (146 à 174 Mhz) 
-Coaxial wire : 20 meter 
-Software kit 
-User guide 

70 

PORTABLE 
 

RADIO VHF  
08 channels 
-PowerBand: 25 Watt 
-Speaker and micro 
-Charger kit 
-Software kit 
-User guide 

500 

 VHF RADIO RELAY 
(146 à 174 Mhz) 

FIXED 

RADIO VHF  
-08 channels 
-PowerBand: 25 Watt 
-Speaker and micro 
- AC 220V/DC 12V- 20A 
-Dipolaranntenna 0dB (146 à 174 Mhz) 
-Coaxial wire : 20 meter 
-Software kit 
-User guide 

50 

MOBILE 25 

 


